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1-   DESCRIPTION.

Install and maintain signing in accordance with Divisions 11 and 12 of the North Carolina Department of Transportation January 2002 Standard Specifications for Roads and Structures, the North Carolina Department of Transportation January 2002 Highway Design Branch Roadway Standard Drawings and the following provisions:

Furnish, install, and maintain advance warning work zone signs and any required lane closure signing. 

Install and maintain general work zone warning signs for resurfacing and/or milling such as "Rough Road" (W8-8 at 48" X 48") (for milling only), "Uneven Pavement" (W8-15 at 48" X 48"), "Low Shoulder" (W8-9 at 48" X 48"), “Low / Soft Shoulder” (W8-9B at 48” X 48”), "Unmarked Pavement Ahead" (W16-10 at 48" X 48"), and "Do Not Pass"(R4-1 at 24" X 30").  State Forces will furnish the signs, posts, and hardware.  When construction is completed in any given area of the project, relocate the State furnished signs to the next work site, as directed by the Engineer.  State Forces will remove these signs at the completion of the project.

All work zone signs may be portable.

2-   CONSTRUCTION METHODS.

(A)   General:

Install all warning work zone signs before beginning work on a particular map.  If signs are installed three days prior to the beginning of work on a particular map, cover the signs until the work begins.  Install each work zone warning sign separately and not on the same post(s) with any other sign except where an advisory speed plate or directional arrow is used.

(B)   Advance warning work zone signs:

Install advance warning work zone signs (see attached Detail(s) and North Carolina Department of Transportation January 2002 Highway Design Branch Roadway Standard Drawings Nos. 1101.02, 1110.01 and advance signing details) prior to beginning of work and remove upon final completion of the project.  If there is a period of construction inactivity longer than two weeks, remove or cover advance warning work zone signs.  Uncover advance warning work zone signs no more than 3 days before work resumes.  All other operations could be suspended upon failure to comply with the above requirements.  Such suspended operations would not be resumed until the above requirements are fulfilled.

(C)   Lane closure work zone signs:

Install any required lane closure signing needed during the life of the project (see North Carolina Department of Transportation January 2002 Highway Design Branch Roadway Standard Drawings Nos. 1101.02, 1101.11 and 1110.02).

(D)   General work zone warning signs:

Install general work zone warning signs for resurfacing and/or milling such as "Rough Road" (W8-8 at 48" X 48") (for milling only), "Uneven Pavement" (W8-15 at 48" X 48"), “Low / Soft Shoulder” (W8-9B at 48” X 48”) and "Low Shoulder" (W8-9 at 48" X 48") at 1 mile intervals starting at a minimum of 500 feet in advance of the condition for both directions of travel (undivided roadways only) and at any other points determined by the Engineer.  State Forces will furnish the signs, posts, and hardware.

Install the "Low Shoulder" (W8-9 at 48" X 48") or “Low / Soft Shoulder” (W8-9 at 48" X 48") signs prior to any resurfacing in an area where shoulder construction will be performed.  Install general work zone warning signs such as "Unmarked Pavement Ahead" (W16-10 at 48" X 48") and "Do Not Pass"(R4-1 at 24" X 30") alternately at 1/2 mile intervals starting at a minimum of 500 feet in advance of the condition for both directions of travel (undivided roadways only) and at any other points determined by the Engineer.  Install signs prior to the obliteration of any pavement markings. 

State Forces will remove these signs at the completion of the project.

3-   BASIS OF PAYMENT.

No direct payment will be made for Work Zone Signing as such work will be considered incidental to the various other bid items in the Contract.
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