SHOULDER RECONSTRUCTION:
1-18-00
The work covered by this provision consists of reconstructing earth shoulders (including median shoulder) in accordance with Roadway Standard Nos. 560.01 and 560.02 from the edge of pavement to the existing shoulder point as directed by the Engineer.  Perform this work immediately after the resurfacing operations are completed as directed by the Engineer.  

On any map that contains widening, use all suitable material generated from the widening operation to construct the shoulder.  Furnish any other earth material necessary for the construction of the shoulders.  Provide earth material meeting the approval of the Engineer.  No testing will be necessary.  

Perform shoulder reconstruction in the following order:  scarify the existing shoulder to provide the proper bond; add the earth material to the shoulder; and compact the reconstructed shoulder to the satisfaction of the Engineer.  

Any excess material generated by the shoulder reconstruction will be disposed of by the Contractor in an approved disposal site.  

This work is defined as "Shoulder Reconstruction" and the quantity of such work to be paid for will be the actual number of shoulder miles which have been constructed.  Measurement will be made along the edge of each shoulder.    Measurement will be made to the nearest 0.01 of a mile.  

The quantity of shoulder reconstruction measured as provided above, will be paid for at the contract unit price per shoulder mile for "Shoulder Reconstruction".  

Incidental Stone will be paid for as provided in Article 545-6 of the Standard Specifications.

Seeding and Mulching will be paid for as provided elsewhere in this contract.

Such price and payment will be full compensation for furnishing earth material, hauling, placing, compaction, and all incidentals necessary to complete construction of the shoulders.                 
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Payment will be made under:

Shoulder Reconstruction……………………………………………….Shoulder Mile

