PATCHING EXISTING PAVEMENT:
1‑15-02

Description:
The Contractor's attention is directed to the fact that there are areas of existing pavement on this project that will require repair prior to resurfacing. 

Patch the areas that, in the opinion of the Engineer, need repairing.  The areas to be patched will be delineated by the Engineer prior to the Contractor performing repairs. 

Construction Methods:
The patching consists of Asphalt Concrete Base Course, Asphalt Concrete Intermediate Course, Asphalt Concrete Surface Course, or a combination of base, binder and surface course, and pavement removal, as directed by the Engineer. 

Patching of existing pavement includes but is not limited to the cutting of the existing pavement to a neat vertical joint and uniform line; the removal and disposal of pavement, base, and subgrade material as approved or directed by the Engineer; the coating of the area to be repaired with a tack coat; and the replacement of the removed material with asphalt plant mix.  

Place Asphalt Concrete Base Course, in lifts not exceeding 5 1/2 inches.  Utilize compaction equipment suitable for compacting patches as small as 3.5 feet by 6 feet on each lift.  Use an approved compaction pattern to achieve proper compaction.  If patched pavement is to be open to traffic for more than 48 hours prior to overlay, then use Asphalt Surface Course in the top 1.25 inches of the patch.  

Remove existing pavement at locations directed by the Engineer in accordance with Section 250 of the Standard Specifications. 

Schedule operations so that all areas where pavement has been removed will be repaired on the same day of the pavement removal, and all lanes of traffic restored. 

Method of Measurement:
The quantity of patching existing pavement to be paid for will be the actual number of tons of asphalt plant mix, complete in place, which has been used to make completed and accepted repairs.  The asphalt plant mixed material will be measured by being weighed in trucks on certified platform scales or other certified weighing devices. 

Basis of Payment:
The quantity of patching existing pavement, measured as provided above, will be paid for at the contract unit price per ton for "Patching Existing Pavement". 

The above price and payment will be full compensation for all work covered by this provision, including but not limited to removal and disposal of pavement; furnishing and applying tack coat; furnishing, placing, and compacting of asphalt plant mix; furnishing of asphalt binder for the asphalt plant mix; and furnishing scales. 

Any provisions included in the contract in the form of project special provisions or in any other form which provide for adjustments in compensation due to variations in the price of asphalt binder will not be applicable to payment for the work covered by this provision. 

The item of "Patching Existing Pavement" will be considered to be a minor item.  In the event that the item of "Patching Existing Pavement" overruns the original bid quantity by more than 100 percent, the provisions of Article 104‑5 pertaining to revised contract unit price for overrunning minor items will not apply to this item.     
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Payment will be made under: 

Patching Existing Pavement
Ton

