C.S. SLOTTED DRAIN:
8‑15‑00

Description:
Furnish and install __" (mm) C. S. Slotted Drain, __" (mm) Thick, which has been fabricated in accordance with the requirements of Section 310 of the Standard Specifications and the details in the plans.  Install the slotted drain in accordance with the requirements of Section 300 of the Standard Specifications except as noted in this provision.  Embed the slotted drain in a bedding of lean grout, consisting of a mixture of one (1) part portland cement to six (6) parts of mortar sand with no more water added than is necessary to make a workable mixture.  

Method of Measurement:
The quantity of slotted drain to be paid for will be the actual number of linear feet (meters) of slotted drain which have been incorporated into the completed and accepted work.  Measurement will be made in accordance with Article 310‑6.  

Basis of Payment:
The quantity of slotted drain, measured as provided above, will be paid for at the contract unit price per linear foot (meter) for "__ " (mm) C. S. Slotted Drain, __" (mm) Thick".  

Such price and payment will be full compensation for all work covered by this provision, including but not limited to furnishing, hauling, placing the slotted drain, bedding the drain in grout, making all joint connections, all excavation and backfill.          
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Payment will be made under:  

__ " (mm) C. S. Slotted Drain, __" (mm) Thick
Linear Foot (Meter)

