This should be specified in memo from Geotechnical Unit.  Estimate should include ALL of the following Items.  

Geotechnical Unit. Estimate should include ALL the following items.

Corresponding Pay Item - 0036 or 0057 Undercut Excavation

Corresponding Pay Item - 0080 Class IV Subgrade Stabilization

Corresponding Pay Item - 0196 Fabric for Soil Stabilization


SHALLOW UNDERCUT:








2-19-02R
Perform undercut excavation and place a combination of fabric for soil stabilization and Class IV Subgrade Stabilization at locations as directed by the Engineer.  Work includes performing undercut excavation, disposing of unsuitable material, furnishing and placing fabric for soil stabilization; and furnishing, placing and compacting Class IV Subgrade Stabilization.  

MATERIALS
Fabric for Soil Stabilization........................................Section 270

Class IV Subgrade Stabilization……….....................Section 1016-3, Class IV; or 






            

    Material meeting gradation 









    requirements of Table 520-1, 









    Column C

CONSTRUCTION METHODS
Perform undercut excavation in accordance with Section 225 and/or Section 226.  

Place fabric for soil stabilization in accordance with Section 270. 

Place Class IV Subgrade Stabilization by back dumping material on previously placed fabric.  

Compact material to 95% of AASHTO T-99, Method “D” density or compact material to the highest density that can be reasonably obtained.  

METHOD OF MEASUREMENT
Undercut Excavation will be measured in accordance with Section 225 and/or Section 226.  

Fabric for Soil Stabilization will be measured in accordance with Article 270-4.  

Class IV Subgrade Stabilization, as accepted in place, will be measured by the ton (metric ton), in accordance with Section 106-7.  

BASIS OF PAYMENT
Payment will be made for quantities as measured above for the pay items listed below:  

Pay Item
Pay Unit

Undercut Excavation
Cubic Yard (Cubic Meter)

Fabric for Soil Stabilization
Square Yard(Square Meter)

Class IV Subgrade Stabilization
Ton (Metric Ton)
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