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The 1995 Standard Specifications shall be revised as follows:





Page 283, Article 600-1     





Delete the second paragraph in this Article.





Page 285, Article 605-2 





In the first paragraph, in the second line, change "Grade AC-20" to read "Grade PG 64-22".





Page 286, Table 605-1          





In the first line of the table, change "Grade AC-20" to read "Grade PG 64-22".





Page 321, Subarticle 611-2(C)





In the first paragraph, the third line, delete the word "viscosity".





Page 321, Article 611-3





Delete the entire article and insert the following:





611-3	COMPOSITION OF RECYCLED MIXTURES (JOB MIX FORMULA)





	The recycled mixture shall be a uniform mixture composed of reclaimed asphalt pavement (RAP), new aggregates, asphalt binder, and additives combined in the proportions established by a job mix formula in accordance with Article 610-3.  Materials which will not produce a mixture meeting the requirements of the appropriate section of the Specifications will be rejected, unless otherwise approved by the Engineer.





	At least 3 weeks prior to the beginning of production, the Contractor shall submit to the Department's Materials and Tests Unit his proposed blend of RAP/virgin materials, the proposed grade of additional asphalt binder, and representative samples of all materials to be used in the recycled mixture.





	Reclaimed asphalt pavement shall constitute not more than 60 percent of the total material used in the recycled mixture.  When the percentage of asphalt binder contributed by the RAP is not more than 15 percent of the total asphalt binder in the completed mix, or the percentage of RAP is not more than 15 percent of the total mixture, Asphalt Binder, Grade PG 64-22 may be used.  When the percentage of asphalt binder contributed by the RAP is greater than 15 percent of the total asphalt binder in the completed mix, and the percentage of RAP is greater than 15 but not more than 25 percent of the total mixture, Asphalt Binder, Grade PG 58-22 (not meeting PG 64-22) shall be used.  When the percentage of RAP is greater than 25 percent of the total mixture, the Asphalt Binder Grade shall be approved in writing by the Engineer.  Approval by the Engineer will not nullify the authority of the Engineer to require the Contractor to adjust the mixture as provided in the last paragraph of this article.





	When directed by the Engineer, the additional asphalt binder shall contain an approved non-strip additive in accordance with the requirements of Section 622.  The percentage of non-strip additive shall be as approved by the Engineer.





	The job mix formula with the allowable tolerances shall be within the design limits specified for the particular type mixture to be produced.  The job mix formula will establish the percentage of reclaimed aggregate, the percentage of each additional aggregate required, a single percentage of aggregate passing each sieve size, the total percentage of asphalt binder in the mixture, a single percentage of additional asphalt binder to be added, the percentage of non-strip additive to be added to the additional asphalt binder, a single temperature at which the mixture is to be discharged from the plant, and the required field density.





	Should a change in the source of RAP be made, a new mix design and/or job mix formula may be required in accordance with the requirements in Article 611-4.





	The job mix formula for the mixture shall be in effect until modified in writing by the Engineer.  All mixtures furnished for the work shall conform to the job mix formula within the tolerance ranges as specified.  When unsatisfactory result or other conditions warrant, the Engineer may establish a new job mix formula.





	Samples of the completed recycled asphalt mixture may be taken by the Department on a random basis to determine the PG grading on the recovered asphalt binder in accordance with AASHTO MP1.  If the grade is determined to be a value other than specified, the Engineer may require the Contractor to adjust the additional asphalt binder formulation and/or blend of reclaimed material to bring the grade to the specified value.





Page 330, Article 620-2





Delete the entire article and insert the following:














620-2	MATERIALS.





	All materials shall meet the grading requirements of AASTO MP1 for the specified grade.





	The asphalt binder for the mixture will be accepted at the source subject to the provisions of Article 1020-1.  Silicone shall be added to all asphalt binder used in surface courses and open-graded asphalt friction course, Type J-1, unless otherwise directed by the Engineer.  The amount of silicone added shall range from 1 oz. per 2,000 gallons (4 milliliters per 1,000 liters) of asphalt binder to 1 oz. per 2,500 gallons (4 milliliters per 1,250 liters).  The addition of the silicone to the asphalt binder shall be in the presence of the Engineer unless it is added at the source and it is so noted on the delivery ticket.  The brand of silicone used shall be from the list published by the Materials and Tests Unit.  A Contractor proposing to use a brand not on the approved list shall submit a sample and manufactor's data to the Engineer for approval prior to use.





Page 331, Article 620-5





In the fifth paragraph, last line change "Grade AC-20" to read "Grade PG 64-22".





Revised all the following:





		PAGES			ARTICLE


		   333				   630-2


		   336				   635-2


		   338				   640-2


		   341				   645-2


		   344				   650-2


		   346				   652-2





In the above materials articles, delete the wording "Grade AC-20" and insert the wording 


"Grade PG 64-22".





Page 522, Article 1020-2





Delete the entire article and insert the following:





1020-2	    ASPHALT BINDER.





	Performance graded asphalt binder shall meet the requirements of AASHTO MP1.





Page 524, Subarticle 1020-9(B)





Change "Grade AC-20" to read "Grade PG 64-22".


