DRAINAGE PIPE:
	(7-18-06) (Rev 3-16-10)
	SP 3 R37 


Description

Where shown in the plans the Contractor may use Reinforced Concrete Pipe, Aluminum Alloy Pipe, Aluminized Corrugated Steel Pipe, HDPE Pipe, or PVC pipe in accordance with the following requirements.  

Material

	Item
	
	Section

	Corrugated Aluminum Alloy Pipe
	
	1032-2(A)

	Aluminized Corrugated Steel Pipe
	
	1032-3(A)(7)

	Corrugated Polyethylene Pipe (HDPE)
	
	1032-10

	Reinforced Concrete Pipe – Class II or III
	
	1032-9(C) 

	Polyvinyl-Chloride (PVC)
	
	1032-11 

	Elbows
	
	1032


Corrugated Steel Pipe will not be permitted in counties listed in the contract documents.
Only pipe with smooth inside walls will be allowed for storm drain systems.  Storm drain systems are defined as pipe under curb and gutter, expressway gutter, and shoulder berm gutter that connects drainage structures and is not open ended. 
Construction Methods

Pipe Culverts shall be installed in accordance with the contract documents.

Where allowed by the plans, use any of the several alternate pipes shown herein, but only one type of pipe and elbow will be permitted between drainage structures or for the entire length of a cross line pipe. 

Measurement and Payment

 ___" Drainage Pipe will be paid for as the actual number of linear feet installed and accepted.  Measurement will be in accordance with the contract documents.
___" Drainage Pipe Elbow will be measured and paid for in units of each.

Payment will be made under:

	Pay Item
	Pay Unit

	___" Drainage Pipe
	Linear Foot

	___" Drainage Pipe Elbow
	Each


