ASPHALT PAVEMENTS - SUPERPAVE:
	(7-18-06) (Rev 9-19-06) 
	RR 31


Revise the 2006 Standard Specifications as follows:

Page 6-2, Article 600-9 Measurement and Payment

Delete the second paragraph.

Page 6-12, 609-5(C)2(c) add after (AASHTO T 209):

or ASTM D 2041

Page 6-13, last line on page & Page 6-14, Subarticle 609-5(C)(2)(e), delete and substitute the following:

(e)
Retained Tensile Strength (TSR) - (AASHTO T 283 Modified), add subarticle (1) Option 1 before the first paragraph.

(1)
Option 1

Add subarticle (2) Option 2 and the following sentence as the first sentence of the second paragraph:

(2)
Option 2

Mix sampled from truck at plant with one set of specimens prepared by the Contractor and then tested jointly by QA and QC at a mutually agreed upon lab site within the first 7 calendar days after beginning production of each new mix design.  

Page 6-28, 610-3(A) Mix Design-General, third sentence of the fourth paragraph:

Substitute 20% for 15%

First, second and third sentences of the fifth paragraph:

Substitute 20% for 15%

Page 6-44, 610-8, third full paragraph, replace the first sentence with the following:

Use the 30 foot minimum length mobile grade reference system or the non-contacting laser or sonar type ski with at least four referencing stations mounted on the paver at a minimum length of 24 feet to control the longitudinal profile when placing the initial lanes and all adjacent lanes of all layers, including resurfacing and asphalt in-lays, unless otherwise specified or approved.

Page 6-54, Article 620-4, add the following pay item:

	Pay Item
	Pay Unit

	Asphalt Binder for Plant Mix, Grade PG 70-28
	Ton


Page 6-69, Table 660-1 Material Application Rates and Temperatures, add the following:

	Type of Coat
	Grade of Asphalt
	Asphalt Rate

gal/yd2
	Application Temperature oF
	Aggregate Size
	Aggregate Rate lb./sq. yd. Total

	Sand Seal
	CRS-2 or CRS-2P
	0.22-0.30
	150-175
	Blotting Sand
	12-15


Page 6-75, 660-9(B), add the following as sub-item (5)

(5)
Sand Seal

Place the fully required amount of asphalt material in one application and immediately cover with the seal coat aggregate.  Uniformly spread the fully required amount of aggregate in one application and correct all non-uniform areas prior to rolling.

Immediately after the aggregate has been uniformly spread, perform rolling.

When directed, broom excess aggregate material from the surface of the seal coat.

When the sand seal is to be constructed for temporary sealing purposes only and will not be used by traffic, other grades of asphalt material meeting the requirements of Articles 1020-6 and 1020-7 may be used in lieu of the grade of asphalt required by Table 660-1 when approved.
Page 10-41, Table 1012-1, add the following:

	Mix Type
	Course Aggregate Angularity (b) ASTM D5821
	Fine Aggregate Angularity % Minimum AASHTO T304 Method A
	Sand Equivalent

% Minimum

AASHTO T176
	Flat & Elongated 5:1 Ratio % Maximum ASTM D4791 Section 8.4

	S 9.5 D
	100/100
	45
	50
	10


Page 10-45, Replace Table 1012-2 with the following:

TABLE 1012-2

NEW SOURCE RAP GRADATION and BINDER TOLERANCES

(Apply Tolerances to Mix Design Data)

	Mix

Type
	0-20% RAP
	21-25% RAP
	26%+ RAP

	Sieve

(mm)
	Base
	Inter.
	Surf.
	Base
	Inter.
	Surf.
	Base
	Inter.
	Surf.

	Pb, %
	
	( 0.7%
	
	
	( 0.4%
	
	
	( 0.3%
	

	1 1/2"

(37.5)
	(10
	-
	-
	(7
	-
	-
	(5
	-
	-

	3/4"

(19.0) 
	(10
	(10
	-
	(7
	(7
	-
	(5
	(5
	-

	1/2"

(12.5)
	-
	(10
	(6
	-
	(7
	(3
	-
	(5
	(2

	3/8"

(9.5)
	-
	-
	(8
	-
	-
	(5
	-
	-
	(4

	No. 4

(4.75)
	(10
	-
	(10
	(7
	-
	(7
	(5
	-
	(5

	No. 8

(2.36)
	(8
	(8
	(8
	(5
	(5
	(5
	(4
	(4
	(4

	No.16

(1.18)
	(8
	(8
	(8
	(5
	(5
	(5
	(4
	(4
	(4

	No. 30 (0.600)
	(8
	(8
	(8
	(5
	(5
	(5
	(4
	(4
	(4

	No. 50

(0.300)
	-
	-
	(8
	-
	-
	(5
	-
	-
	(4

	No. 200

(0.075)
	(4
	(4
	(4
	(2
	(2
	(2
	(1.5
	(1.5
	(1.5


